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LED MODULE SO-4S PITCH4

Module: SO-4S Specifications
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Brightness (nits or cd/m2) : >4000
Processing (bits) : 16

Gray scale (bits): 16

Driver mode : 1/16 duty

Viewing angle(H/V) : 140°/140°

Weight (g) : 175

Storage temperature (°C) : -40 to +60
Operating temperature (°C) : -30 to +60
Refresh frequency(Hz) : > 4420

Colour temperature : 6500K - 7100K
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Pin Assignmen (Data JP1)
Pin NO. [Function|Pin NO. [Function
1 RD1 2 GD1
@VWith larger view angel, soft 3 BD1 4 GND
image, high definition which is 5 RD2 6 GD2
suitable for indoor application. 7 BD2 8 GND
9 A 10 B
@®Vith the features of super 11 C 12 D
brightness, low attenuation, high 13 CLK 14 LAT
reliability, good consistency, and 15 OE 16 N

high weather-ability.

@VWith the performance of non—

granular, better color uniformity, SCREWS FOR FIXING MODULE:

non-mosaic phenomenon. WM4X8mm 8PCS
@With the design of multi-layer Contact
circuit board makes the uniform TELL 86+755 23590202
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of current distribution, quick heat
dispelling, long life span and
high reliability.










